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Chemigation systems connected to public water systems must contain a functional, reduced-pressure 
zone, backflow preventer (RPZ) or the functional equivalent in the water supply line upstream from 
the point of pesticide introduction.  As an option to the RPZ, the water from the public water system 
should be discharged into a reservoir tank prior to pesticide introduction. 
 
There shall be a complete physical break (air gap) between the outlet end of the fill pipe and the top 
or overflow rim of the reservoir tank of at least twice the inside diameter of the fill pipe. 
 
The pesticide injection pipeline must contain a functional, automatic, quick-closing check valve to 
prevent the flow of fluid back toward the injection pump. 
 
The pesticide injection pipeline must contain a functional, normally closed, solenoid-operated valve 
located on the intake side of the injection pump and connected to the system interlock to prevent 
fluid from being withdrawn from the supply tank when the irrigation system is either automatically 
or manually shut down. 
 
The system must contain functional interlocking controls to automatically shut off the pesticide 
injection pump when the water pump motor stops, or in cases where there is no water pump, when 
the water pressure decreases to the point where pesticide distribution is adversely affected. 
 
Systems must use a metering pump, such as a positive displacement injection pump (e.g., diaphragm 
pump) effectively designed and constructed of materials that are compatible with pesticides and 
capable of being fitted with a system interlock. 
 
Do not apply when wind speed favors drift beyond the area intended for treatment. 
 
When mixing, fill the nurse tank half full with water.  Add Atrapa 5E slowly to tank while hydraulic 
or mechanical agitation is operating and continue filling with water.  Stickers, spreaders, 
insecticides, nutrients, etc. should be added last.  If compatibility is in question, use the 
Compatibility Jar Test before mixing a whole tank.  Because of the wide variety of possible 
combinations which can be encountered, observe all precautions and limitations on the labels of all 
products used in mixtures.  Agitation of the mixture in the nurse tank is recommended. 
 
Atrapa 5E should be added through a traveling irrigation system continuously or at the last 30 
minutes of solid set irrigation systems.   Shut off injection equipment after treatment and continue to 
operate irrigation system until Atrapa 5E has been cleared from the last sprinkler head. 
 

SPRINKLER CHEMIGATION 
 
The system must contain a functional check valve, vacuum relief valve, and low pressure drain 
appropriately located on the irrigation pipeline to prevent water source contamination from 
backflow. 
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The pesticide injection pipeline must contain a functional, automatic, quick-closing check valve to 
prevent the flow of fluid back toward the injection pump. 
 
The pesticide injection pipeline must also contain a functional, normally closed, solenoid-operated 
valve located on the intake side of the injection pump and connected to the system interlock to 
prevent fluid from being withdrawn from the supply tank when the irrigation system is either 
automatically or manually shut down. 
The system must contain functional interlocking controls to automatically shut off the pesticide 
injection pump when the water pump motor stops. 
 
The irrigation line or water pump must include a functional pressure switch which will stop the 
water pump motor when the water pressure decreases to the point where pesticide distribution is 
adversely affected. 
 
Systems must use a metering pump, such as a positive displacement injection pump (e.g., diaphragm 
pump) effectively designed and constructed of materials that are compatible with pesticides and 
capable of being fitted with a system interlock. 
 
Do not apply when wind speed favors drift beyond the area intended for treatment. 
 
When mixing, fill the nurse tank half full with water.  Add Atrapa 5E slowly to tank while hydraulic 
or mechanical agitation is operating and continue filling with water.  Stickers, spreaders, 
insecticides, nutrients, etc. should be added last.  If compatibility is in question, use the 
Compatibility Jar Test before mixing a whole tank.  Because of the wide variety of possible 
combinations which can be encountered, observe all precautions and limitations on the labels of all 
products used in mixtures.  Agitation of the mixture in the nurse tank is recommended. 
 
Atrapa 5E should be added through a traveling irrigation system continuously or at the last 30 
minutes of solid set irrigation systems.   Shut off injection equipment after treatment and continue to 
operate irrigation system until Atrapa 5E has been cleared from the last sprinkler head. 
 
NOTE: All applicable directions, restrictions, worker protection standards, and precautions on the 
EPA registered label must be followed.  This labeling contains new or supplemental instructions for 
use of this product which may not appear on the package label.  Follow instructions carefully.  This 
labeling and the federal label must be in the possession of the user at the time of pesticide 
application. 
 
 
 
Atrapa is a registered trademark of Griffin L.L.C.      GSL091702  
Griffin and Design are a registered trademark of Griffin Corporation. 
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